ATTACH USING (2) 1/4" DIA. X ——
6" 5DS SCREWS (TYP)

3" TYP.

SIMPSON 50O (BOTH ——
SIDES -TYP

DOUBLE 2X BLOCKING ——
BETWEEN STUDS AT BRACKET
LOCATIONS (TYP

2|_9|1

SIMFPSON L50 (BOTH ——
SIDES -TYP

DOUBLE 2X BLOCKING ——

5”

40-5“

\

1

BETWEEN STUDS AT BRACKET
LOCATIONS (TYP

/6\BRACKET DETAIL

X BARGE RAFTER
20" o

—— PT ox6 PAINT

— MINIMAL CHAMFER TO
HELP SHED WATER

ATTACH USING (2) 1/4" DIA. X
6" 5DS SCREWS (TYP)

PT 4x4 PAINT

ATTACH USING (2) 1/4" DIA. X
6" 5DS SCREWS (TYP)

PT 2x6 FPAINT, LAY FLAT

BRACKET TIGHT TO SHEATHING

W SCALE: 11/2"=1-0"

172" DRYWALL

ﬁ

—

DOOR CASING BEYOND

3-1/2" x 3/4" WOOD BASE, PAINT TO

MATCH WALL COLOR

/5\BASE DETAIL

&L\_S/ 3"=1-0"

GC TO MOCK UP INTERIOR DOOR,

AND ARCHITECT APROVAL

WINDOW, AND BASE TRIM FOR OWNER

INTERIOR DOOR
DOOR JAMB AND STOFP

|

WOOD BASE BEYOND

WALL FRAMING
172" DRYWALL

/
.
S~
S~

/“\INTERIOR DOOR JAMB TYPICAL

3 1/2" x 3/4" DOOR CASING

W 3"=1-0"

2x12 ROOF
FRAMING

2x12 ATTIC
FRAMING @ 16" O.C.

CUT RAFTER TAIL
DOWN TO &"

SEALED CRAWL SPACE ——

&" CMU FOUNDATION PER CODE

SIDING
SEALANT

TYVEK HOUSE WRAF OR APPROVED
EQUAL, CUT AND FOLD ONTO JAMB.

PEAL & STICK SELF HEALING FLASHING
TAFE, LAP OVER SILL FLASHING &
UNDER HEAD FLASHING

SEALANT & BACKER ROD ——

SIDING

SEALANT —— |
TRIM CAP ——

TYVEK HOUSE WRAP OR APPROVED
EQUAL, SKIP-TAFE.

PEAL & STICK SELF HEALING FLASHING
TAFE, LAP OVER JAMB FLASHING

NO SEALANT

METAL HEAD FLASHING

PEAL & STICK SELF HEALING FLEXIBLE
SILL FLASHING (TYVEK FLEX WRAP OR
APPROVED EQUAL). TURN UF AT JAMBS
A MININUM OF &".

SEALANT & BACKER ROD
NAILING FLANGE, NO SEALANT @ SILL
EXTERIOR SILL, PAINT

TRIM, PAINT

SEALANT

TYVEK HOUSE WRAF OR APPROVED
EQUAL, CUT AND FOLD ONTO SILL.

R~

-

INSULATION

NAILING FLANGE, HEAD & JAMB
FLANGES SET IN CONT. BEAD OF

SEALANT

SEAL BETWEEN WINDOW AND ROUGH

/ FRAMING WITH LOW-EXPANDING FOAM
s INSULATION, TYP AT JAMB, HEAD, & SILL

¥

WOOD JAMB EXTENSION
¥

WINDOW UNIT

JAMB

| HEADER, SEE STRUCTURAL
— INSULATION

| NAILING FLANGE, HEAD & JAMB
FLANGES SET IN CONT. BEAD OF
SEALANT

7

\ 1X4 WOOD TRIM

| T WOOD JAMB EXTENSION

—— WINDOW UNIT

o —
LS
HEAD

WINDOW UNIT

WOOD JAMB EXTENSION

X4 TRIM
| awoop

SLOFED SILL

2xo WALL FRAMING

= [ — 1" DRYWALL

SILL

/3\TYPICAL WINDOW DETAILS

w 3"=1-0"

Attic

SEE STRUCTURAL
DRAWINGS FOR ADDITIONAL

Living / Kitchen

] INFORMATION

WALLS

| /G EXTERIOR
Sl
»

2x12 FLOOR
FRAMING @ 16" O.C.

R-19 BATT INSULATION IN WALLS (TYF.)

2" GYP. BOARD ™\

CAPILLARY BREAK
BETWEEN FOUNDATION
AND FRAMING

ZERO-FORMALDEHYDE 0SB IN
SUBFLOORS

ROOF UNDERLAYMENT
ROOF SHEATHING

ROOF FRAMING

ARCHITECTURAL ASPHALT SHINGLES

2x& RAFTER TAIL, TYP
METAL DRIP FLASHING

GUTTER

haN

1x& MIRATEC TRIM
1x6 MIRATEC TRIM

PAINTED SOFFIT

SIDING

172" DRYWALL

SEE ELEVATIONS FOR
SIDING TYPE

2x6 WALL FRAMING
EXTERIOR WALL SHEATING

METAL DRIP FLASHING
OVER PT 2X TRIM. SLOFE
TRIM TO OUTSIDE
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|| OI_OII
FIRST FLOOR - T.0. SLAB

\i L

) 3'-0" MIN.

REINFORCED CONCRETE
FOOTING PER CODE

YARIES

/2\BUILDING SECTION

LVL GIRDER

\A_B/ SCALE: 1/4"=1-0"

OI_‘OII
FIRST FLOOR - T.0. SLAB

1X10 WOOD TRIM, SET 2" BELOW
TOP OF BLOCK TO CREATE DRIP

STUCCO FOUNDATION TO ©" BELOW GRADE

7

ﬁ SLOFPE GRADE AWAY FROM HOUSE

N4

%&" MIN.

MEMBRANE OVER FOUNDATION WALL

AS CAPILLARY BREAK

FL WATERPROOFING AND DRAINAGE BOARD

RIGID INSULATION

/ SEALED CRAWL SPACE

WATERPROOFING OVER FOOTING AS
CAFILLARY BREAK

SEE STRUCTURAL
DRAWINGS FOR ADDITIONAL
INFORMATION

/T\WALL SECTION

FOOTING DRAIN IN COARSE GRAVEL
WRAFFED IN FILTER FABRIC

w SCALE: 3/4" = 10"

BELOVED ASHEVILLE
NARROW PLAN WITH ATTIC
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