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STRUCTURAL NOTES:

1. ALL STRUCTURAL MEMBERS & CONNECTIONS SHALL BE DESIGNED BY THE CONTRACTOR OR A

QUALIFIED STRUCTURAL ENGINEER TO MEET THE NORTH CAROLINA BUILDING CODE.  THE

ARCHITECT IS NOT RESPONSIBLE FOR THE SIZING OF ANY STRUCTURAL MEMBERS OR THE

DESIGN OF ANY STRUCTURAL CONNECTIONS REGARDLESS OF WHAT IS WRITTEN OR IMPLIED IN

THIS SET OF CONSTRUCTION DOCUMENTS.

GENERAL NOTES:

1. CONTRACTOR SHALL VERIFY AND COORDINATE ALL NEW AND EXISTING CONDITIONS AND

DIMENSIONS AT JOB SITE FOR COMPARISON WITH DRAWINGS AND SPECS PRIOR TO START OF

CONSTRUCTION AND DURING CONSTRUCTION. IF ANY DISCREPANCIES OR OMISSIONS ARE FOUND,

THE ARCHITECT SHALL BE NOTIFIED PRIOR TO PROCEEDING WITH WORK.

2. DO NOT SCALE DRAWINGS. CONTRACTOR SHALL RELY ON WRITTEN DIMENSIONS AS GIVEN. THE

CONTRACTOR SHALL NOTIFY THE ARCHITECT FOR CLARIFICATIONS. ALL DIMENSIONS SHALL BE

FIELD VERIFIED BY CONTRACTOR AND COORDINATED WITH ALL OF THE WORK OF ALL TRADES. IF

DISCREPANCIES ARE FOUND, THE CONTRACTOR SHALL NOTIFY THE ARCHITECT IN WRITING FOR

CLARIFICATION BEFORE THE COMMENCEMENT OR RESUMPTION OF WORK.

3. CONTRACTOR SHALL COORDINATE THE INSTALLATION OF THE VARIOUS TRADE ITEMS WITHIN THE

SPACE ABOVE ALL CEILINGS (INCLUDING BUT NOT LIMITED TO: STRUCTURAL MEMBERS,

MECHANICAL DUCTS AND INSTALLATION, CONDUITS, RACEWAYS, LIGHT FIXTURES, AND ANY

SPECIAL STRUCTURAL SUPPORTS REQUIRED) AND SHALL BE RESPONSIBLE FOR MAINTAINING

THE FINISH CEILING HEIGHT ABOVE THE FINISH FLOOR AS NOTED.

4. ACCESS PANELS SHALL BE PROVIDED AND INSTALLED WHEREVER REQUIRED BY BUILDING CODE

OR FOR PROPER OPERATION OF MECHANICAL OR ELECTRICAL EQUIPMENT. CONTRACTOR SHALL

COORDINATE SIZE, LOCATION, AND TYPE OF ACCESS PANEL AND RECEIVE APPROVAL OF THE

ARCHITECT.

5. DIMENSIONS SHOWN ON FLOOR PLANS, SECTIONS, ELEVATIONS, AND DETAILS ARE TO FACE OF

STUD, MASONRY, OR CONCRETE UNLESS NOTED OTHERWISE.

6. THE SPECIFICATIONS AND ALL CONSULTANT DRAWINGS ARE SUPPLEMENTAL TO THE

ARCHITECTURAL DRAWINGS. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO COORDINATE

WITH THE ARCHITECTURAL DRAWINGS BEFORE THE INSTALLATION OF ANY OF THE CONSULTANTS'

WORK AND TO BRING DISCREPANCIES TO THE ARCHITECT'S ATTENTION FOR CLARIFICATION.

IMPROPERLY INSTALLED WORK SHALL BE CORRECTED BY THE CONTRACTOR AT THE

CONTRACTOR'S EXPENSE.

7. REINFORCEMENT AND/OR SUPPORT SATISFACTORY TO ARCHITECT AND STRUCTURAL ENGINEER

SHALL BE PROVIDED BY CONTRACTOR PRIOR TO CUTTING INTO STRUCTURAL PORTIONS OF ANY

BUILDING.

8. FINAL CLEAN UP AND DISPOSAL: REMOVE DEBRIS, RUBBISH AND WASTE MATERIAL FROM THE

OWNER'S PROPERTY TO A LAWFUL DISPOSAL AREA AND PAY ALL HAULING AND DUMPING COSTS.

UPON COMPLETION OF WORK, ALL CONSTRUCTION AREAS SHALL BE LEFT VACUUM-CLEAN AND

FREE FROM DEBRIS. CLEAN ALL DUST, DIRT, STAINS, HAND MARKS, PAINT SPOTS, DROPPINGS,

AND OTHER BLEMISHES.

9. CONTRACTOR AND SUBCONTRACTORS SHALL BE RESPONSIBLE FOR OBTAINING AND PAYING FOR

ALL PERMITS AND FEE REQUIRED, NOT NORMALLY COVERED BY BUILDING PERMITS.

10. SUBSTITUTIONS:

A. REFERENCE TO BRAND, MODEL, ETC., IS TO ESTABLISH THE TYPE AND QUALITY DESIRED.

SUBSTITUTION OF ACCEPTABLE EQUIVALENTS WILL BE PERMITTED IF APPROVED BY THE

ARCHITECT AND OWNER UNLESS NOTED OTHERWISE.

B. THE ARCHITECT, ACTING AS THE OWNER'S DESIGNATED AGENT FOR THE DESIGN WILL

EXERCISE SOLE AUTHORITY FOR DETERMINING CONFORMANCE OF MATERIALS, EQUIPMENT, AND

SYSTEMS WITH THE INTENT OF THE DESIGN.

11. ONLY NEW MATERIALS AND EQUIPMENT OF RECENT MANUFACTURE, OF QUALITY SPECIFIED, FREE

FROM DEFECTS, WILL BE PERMITTED ON THE WORK UNLESS NOTED OTHERWISE.

12. THE CONTRACTOR SHALL PROVIDE A BLANKET ONE (1) YEAR GUARANTEE FOR THE CONTRACT

PROJECT WITH SEPARATE GUARANTEES AS SPECIFIED FOR TRADES/EQUIPMENT ITEMS WITH

NAMES OF LOCAL REPRESENTATIVES TO BE CONTACTED FOR SERVICE. PROVIDE OPERATING

MAINTENANCE BROCHURES, GUARANTEES AS REQUIRED.

13. THE ARCHITECT MAKES NO WARRANTY FOR THE ACCURACY OR COMPLETENESS OF THE EXISTING

INFORMATION RECORDED. CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONDITIONS. NOTIFY

ARCHITECT OF ANY DISCREPANCIES FOR CLARIFICATION PRIOR TO PROCEEDING WITH WORK.

14. THE CONTRACTOR IS RESPONSIBLE FOR CONSTRUCTION MEANS, METHODS, TECHNIQUES,

SEQUENCES, PROCEDURES AND SAFETY PRECAUTIONS, AND CONSTRUCTION SUPERVISION.

15. ALL DISSIMILAR METALLIC MATERIALS SHALL BE EFFECTIVELY ISOLATED FROM EACH OTHER TO

PREVENT GALVANIC ACTION.

16. ALL WOOD IN CONTACT WITH MASONRY OR CONCRETE SHALL BE PRESSURE TREATED.
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